
FOR IMMEDIATE RELEASE 
 
CONTACT: 
Harold White 
Sy-Klone International, Ltd. 
6593-17 Powers Avenue 
Jacksonville, FL 32217 
Phone: 904-448-6563 
http://www.sy-klone.com 
Harold@sy-klone.com 
 
 
Gideon Technology™ Improves Air Quality for Landfill Equipment 
Operators 
 
Jacksonville, FL – June 4, 2003 
 
Landfill equipment operators nationwide are breathing easier with the installation 
of the Gideon TechnologyTM Powered HVAC System manufactured by Sy-Klone 
International, Ltd. of Jacksonville, Florida. 
 
“We can provide a working environment inside of the cab that maintains a 
constant temperature, keeps debris out of the operator’s face and lungs, provides 
better productivity and is healthier,” said James Moredock, President of Sy-
Klone. 
 
In the past, HVAC systems have been a constant source of trouble and expense 
for landfill managers and machine operators. Extremely heavy airborne debris 
concentrations would plug the fresh air and re-circulation filters requiring them to 
be blown out sometimes hourly and replaced as frequently as every other day. If 
these measures were not taken, the dirt and debris would attack the condenser 
coils and eventually cause the entire system to fail.  
 
“Landfills were either faced with repeatedly spending thousands of dollars to 
repair the HVAC system or they just allowed it to remain unserviceable and the 
operators suffered,” said Kirk Howard, Waste Industry Program Manager for Sy-
Klone. “With the Gideon Powered HVAC System, we provide them with a way to 
protect the operator, the machine and save money along the way.” 
 
The Gideon TechnologyTM Powered HVAC System works as an integrated 
package and replaces the OEM fresh air intake and filter. Debris-laden air enters 
the Gideon Powered Precleaner’s primary ejector chamber and the debris is 
accelerated outward where the debris is ejected back into the environment. The 
remaining air continues to be accelerated as it passes through a set of louvers, 
which further enhances the separating forces acting on any remaining fine 
debris. This finer debris is stratified and ejected back into the environment 
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through the secondary ejector port. The remaining clean air continues into the air 
filter housing and passes through the filter and is delivered to the evaporator coil 
box for heating or cooling. 
 
“The problem with traditional HVAC filters wasn’t they didn’t filter the air, it was 
the fact they blinded over quickly and blowing them out just reduced their ability 
to filter the air effectively,” Moredock said. “By providing an integrated precleaner 
and filter package, the Gideon System provides a solution that is designed to 
prevent the filter from blinding over and extends filter life from a couple of days to 
up to 1,000 hours with no preventative maintenance required.” 
 
So does the Gideon Powered precleaner system work? In a word, Yes. 
 
For one landfill customer, before the Gideon installation, his D8R HVAC fresh air 
filters required replacement as frequently as every 30 hours and his 836 required 
cleaning or replacing the re-circulation filters at least once a day. Additionally, on 
the 836, the fresh air filter was replaced nearly once a week. 
 
“On the 836 they were replacing the fresh-air filters once a week at a cost of 
$43.95 per filter without the Gideon system installed,” Moredock said. “With the 
Gideon precleaner installed, we have saved them at least $2,000 per year, not 
including the savings in labor costs to clean and replace filters or reduced down 
time.” 
 
Similar maintenance and replacement issues were observed on the D8R. 
 
“On the D8R they were getting about two days out of an air filter before it had to 
be replaced,” Moredock said. “At $43 per filter, the Gideon should be able to 
save them at least $4,600 per year in filter replacement on this tractor alone.” 
 
And those savings could be modest. Currently with the Gideon precleaner 
installed, the 836 has operated for 350 hours on the same re-circulation filters 
and fresh-air filters without blowing out either filter. 
 
“With the Gideon operating, the filters have remained clean and still do not need 
to be replaced,” Moredock said. “Operators are reporting that the cab is staying 
cleaner and the comfort level has improved.” 
 
Results for the D8R have been similar. After the Gideon precleaner installation, 
the filter change interval improved from 30 hours to more than 800 hours. 
 
“Installing a Gideon has delivered a better than 2,600 percent improvement in 
filter life,” Moredock said. “Filters are routinely lasting over 800 hours before they 
are being replaced. One of the filters made it to 831 hours before it had to be 
replaced. Fortunately the replacement was for a tear in the filter media and not 
because the filter had become loaded with dirt. 



 


